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Amendments to the Claims 

1-3. (Cancelled) 

4. (Previously presented) In an information handling system in which a physical machine 
contains one or more logical partitions, each of which is allocated a defined portion of machine 
resources and has one or more software applications executing therein, a method of enforcing 
capacity limitations comprising the steps of: 

specifying a maximum allowed consumption of said resources by one of said one or moie 
logical partitions; 

measuring an actual consumption of said resources by said logical partition; 

comparing said actual consumption with said maximimi allowed consumption to 
determine whether said actual consimiption exceeds said maximum allowed consumption; and 

if said actual consumption exceeds said maximum allowed consumption, reducing said 
actual consumption of said resources to said maximum allowed consumption by reducing the 
defined portion of machine resources allocated to said logical partition while allowing all of the 
one or more software applications executing in said logical partition to continue executing. 

5. (Original) The method of claim 4 in which said logical partition is one of a group of 
logical partitions, said maximum allowed consumption being specified as a proportion of the 
resources available to said group of logical partitions. 

6. (Previously presented) The method of claim 4 in which said group of logical partitions 
comprises all of the logical partitions on said physical machine. 

7. (Original) The method of claim 5 in which each of the logical partitions in said group is 
assigned a weight, said proportion being defined as the ratio of the weight of said logical 
partition to the sura of the weights of the logical partitions in said group. 
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8. (Previously presented) I hc method of claim 7 in which said logical partition is also 
assigned a phantom weight that is added to said sum of the weights of the logical partitions in 
said group but not to the weight of said logical partition in determining said ratio. 

9. (Original) The method of claim 4 in which said specified system resources arc processor 
resources. 

10. (Original) The method of claim 4 in which said actual consumption is determined as an 
rolling average of said consumption over a predetermined time interval. 

1 1 . (Currently amended) A program storage device readable by a machine, tangibly 
embodying a program of instructions executable by the machine to perform- feo - mctfaod st e ps of 
olaim 1 a method of entbrcing capacity HmitatiQns in an infomiation handling system in which a 
physical machine contains one or more logical partitions, each of which is allocated a defined 
portion of machine resources and ha$ one or more software applications executing therein, said 
method comprising the steps of: 

specifying a maximum allowed consumption of said resources bv one of said one or more 
logical partitions: 

measuring an actual consumption of said resouit::es by said logical partition: 

comparing said actual consumption with said maximum allowed consumption to 

determine whether said actual consumption exceeds said meiximum allowed consumption: and 
if said actual consumption exceeds said maximum allowed consumption, reducing said 
actual consumption of said resources to said maximum allowed consumption by reducing the 
defined portion of machine resources allocated to said logical partition while allowing all of the 
one or more software applications executing in said logical partition to continue executing . 

1 2. (Previously presented) In an information handling system in which a physical machine 
contains one or more logical partitions, each of which is allocated a defined portion of machine 
resources and has one or more software applications executing therein, apparatus for enforcing 
capacity limitations comprising: 
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means for specifying a maximum allowed consumption of said resources by one of said 
one or more logical partitions; 

means for measuring an actual consumption of said resources by said logical partition; 

means for comparing said actual consumption with said maximum allowed consumption 
to determine whether said actual consumption exceeds said maximum allowed consumption; and 

means for reducing said actual consumption of said resources to said maximum allowed 
consumption if said actual consumption exceeds said maximum allowed consumption by 
reducing the defined portion of machine resources allocated to said logical partition while 
allowing all of the one or more software applications executing in said logical partition to 
continue executing, 

1 3 . (Original) iTie apparatus of claim 1 2 in which said logical partition is one of a group of 
logical partitions, said maximum allowed consumption being specified as a proportion of the 
resources available to said group of logical partitions. 

14. (Original) The apparatus of claim 1 3 in which each of the logical partitions in said group 
is assigned a weight, said proportion being defined as the ratio of the weight of said logical 
partition to the sum of the weights of the logical partitions in said group. 

1 5. (Original) The apparatus of claim 14 in which said logical partition is also assigned a 
phantom weight that is added to said sum of the wei^ts of the logical partitions in said group in 
determining said ratio, 

16- (Previously presented) In an information handling system in which a physical machine 
contains one or more logical partitions, each of which is allocated a defined portion of machine 
resources, a method of enforcing capacity limitations comprising the steps of: 

specifying a maximum capped consumption of said resources by one of said one or more 
logical partitions; 

measuring an actual average consumption of said resources by said logical partition; 
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comparing said actual average consumption with a maximum average consumption 
greater than said maximum capped consumption to determine whether said actual average 
consumption exceeds said maximum average consumption; and 

if said actual average consumption exceeds said maximum average consumption, 
reducing said actual average consumption of said resources to said maximum average 
consumption by altematingly operating said logical partition in a capped mode in which said 
logical partition is limited to said maximum capped consumption and in an uncapped mode in 
which said logical partition is not limited to said maximum capped consumption. 

1 7. (Previously presented) The method of claim 16 in which said logical partition is one of a 
group of one or more logical partitions, said maximxnn capped consumption being specified as a 
proportion of the resources available to said group of logical partitions, 

1 8. (Previously presented) The method of claim 1 7 in which each of the logical partitions in 
said group is assigned a weight, said proportion being defined as the ratio of the weight of said 
logical partition to the sum of the weights of the logical partitions in said group. 

19. (Previously presented) The method of claim 1 8 in which said logical partition is also 
assigned a phantom weight that is added to said sum of the weights of the logical partitions in 
said group in determining said ratio- 

20. (Currently amended) A program storage device readable by a machine, tangibly 
embodying a pro-am of instructions executable by the machine to perfon n th e m e thod otops of 
claim 1 6 a method of enforcing capacity limitations in an information handling system in which 
a physical machine contains one or more logical partitions, each of which is allocated a defined 
portion of machine resources, said method comprising the steps of: 

specifying a maximum capped consumption of said resources bv one of said one or more 

logical partitions: 

measuring an actual average consumption of said resources bv said logica l partition: 
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comparing $aid actual average consumption with a maxirnum average consumption 

greater than said maximum capped consumption to determine whether said actual average 
consumption exceeds said maximum average consumption: and 

if said actual average a>nsumptiQn exceeds said maximum average consumption, 

reducing said actual average consumption of said resources to said maximum average 
consumption bv alternating) v operating said logical partition in a capped mode in which said 
logical partition is limited to said maximum capped consumption and in an uncapped mode in 
which said logical partition is not limited to said maximum capped consumption - 

21. (Previously presented) In an information handling system in which a physical machine 
contains one or more logical partitions, each of which is allocated a defined portion of machine 
resources, apparatus for enforcing capacity limitations comprising: 

means for specifying a maximum capped consumption of said resources by one of said 
one or more logical partitions; 

means for measxtring an actual average consumption of said resources by said logical 
partition; 

means for comparing said actual average consumption with a maximum average 
consumption greater than said maximum capped consumption to determine whether said actual 
average consumption exceeds said maximum average consumption; and 

means for reducing said actual average consumption of said resources to said maximum 
average consumption if said actual average consumption exceeds said maximum average 
consumption by altematingly operating said logical partition in a capped mode in which said 
logical partition is limited to said maximum capped consumption and in an uncapped mode in 
which said logical partition is not limited to said maximum capped consumption. 

22- (Previously presented) The apparatus of claim 21 in which said logical partition is one of 
a group of one or more logical partitions, said maximum capped consumption being specified as 
a proportion of the resources available to said group of logical partitions. 
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23. (Previously presented) The apparatus of claim 22 in which each of the logical partitions 
in said group is assigned a weight, said proportion being defined as the ratio of the weight of said 
logical partition to the sum of the weights of the logical partitions in said group. 

24. (Previously presented) The apparatus of claim 23 in which said logical partition is also 
assigned a phantom weight that is added to said sum of the weights of the logical partitions in 
said group in determining said ratio. 

25. (Previously presented) In an information handling system in which a physical machine 
contains one or more logical partitions, each of which is allocated a defined portion of machine 
resources, a method of enforcing capacity limitations comprising the steps of: 

specifying a maximum capped consumption of said resources by one of said one or more 
logical partitions, said logical partition being one of a group of one or more logical partitions, 
said maximum capped consumption being specified as a proportion of the resources available to 
said group of logical partitions, each of the logical partitions in $aid group being assigned a 
weight, said proportion being defined as the ratio of the weight of said logical partition to the 
sum of the weights of the logical partitions in said group, said logical partition also being 
assigned a phantom weight that is added to said sum of the weights of the logical partitions in 
said group but not to tibe weight of said logical partition in determining said ratio; 

measuring an actual av^age consumption of said resources by said logical partition; 

comparing said actual average consumption with a maximum average consumption to 
determine whether said actual consumption exceeds said maximum average consumption; and 

if said actual average consumption exceeds said maximum average consumption, 
reducing said actual average consumption of said resources to said maximum average 
consxunption by operating said logical partition at least part of the time in a capped mode in 
which said logical partition is limited to said maximum capped consumption. 

26. (Currently amended) A program storage device readable by a machine, tangibly 
embodying a program of instructions executable by the machine to perfor m th e method stcpQ of 
claim 25 a method of enforcing capacitv limitations in an information handling svstem in which 
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a physical machine contains one or more logical partitions, each of which is allocated a defined 
portion of machine resources, said method comprising the steps of: 

specifsnng a maximum capped consumption of said resoxirces bv one of sa id one or more 
logical partitions, said logical partition being one of a goup of one or more l ogical partitions, 
said maximum capped consuinption being specified as a proportion of the reso urces available to 
said group of logical partitions, each of the logical partitions in said group bei ng assigned a 
weight, said proportion being defined as the ratio of the weig:ht of said logical partitio n to the 
sum of the weights of the logical partitions in said group, said logical partition als o being 
assigned a phantom weight that is added to said sum of the weights of the logical partitions in 
said group but not to the weight of said logical partition in determining said ratio; 
measuring an actual average consumption of said resources bv sai d logical partition: 

comparing said actual average consumption with a maximum average consumption to 
determine whether said actual consumption exceeds said maximum average consumption; and 

if said actual average consumption exceeds said maximum average consumption, 
reducing said actual average consumption of said resources to said max imum average 
consumption bv operating said logical partition at least part of the tim e in a capped mode iiL 
which said logical partition is limited to said maximum capped consumption , 

27. (Previously presented) In an information handling system in which a physical machine 
contains one or more logical partitions, each of which is allocated a defined portion of machine 
resources, apparatus for enforcing capacity limitations comprising: 

means for specifying a maximum capped consumption of said resources by one of said 
one or more logical partitions, said logical partition being one of a group of one or more lo^cal 
partitions, said maximum capped consumption being specified as a proportion of the resources 
available to said group of logical partitions, each of the logical partitions in said group being 
assigned a weight, said proportion being defined as the ratio of the weight of said lo^cal 
partition to the sum of the weights of the logical partitions in said group, said logical partition 
also being assigned a phantom weight that is added to said sum of the weights of the logical 
partitions in said group but not to the weight of said logical partition in determining said ratio; 

means for measuring an actual average consumption of said resources by said logical 
partition; 
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means cumparing said actual average consumption with a maximum average 
consumption to determine whether said actual consumption exceeds said maximum average 
consumption; and 

means for reducing said actual average consumption of said resources to said maximum 
average consumption if said actual average consumption exceeds said maximum average 
consumption by operating said logical partition at least part of the time in a capped mode in 
which said logical partition is limited to said maximum capped consumption. 
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